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FIBER OPTIC SOLUTION
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o FIBER CONVERTOR FOR HD-CCTV HD-TVI, HD-GVI AND AHD

The Fiber Converter can simultaneously fransmit 1-16 channels AHD over one Multi-mode or Single-mode
optical fiber. The optical adjustments are never required. LED indicators are provided for instantly
monitoring system status. Devices are available for either standalone or rack mount installation, which is
suitable for different working environment.

Opitcal Spec :
Wavelength 1310nm &1550nm
Output Power -8~3dBm
Optic fiber 50/125u Multi-mode, 62.5/125u Multi-mode, 9/125u Single-mode
Rx sensitivity -25dBm
Optical connector | FC., ST, SC(optional)
Distance 0~550M (MM) / 0~20KM (SM)

Fiber Media Fiber Media Video Monitor
Convertor Convertor DVR

A A,
R - oo RGN

Cable
PTZ Controller .

www.almacctv.com Design and specifications are subject fo change without nofice.
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1CH Fiber Convertor 2CH Fiber Convertor 4CH Fiber Convertor 8CH Fiber Convertor 14CH Fiber Convertor CVBS/TVI/CVI/AHD
CVBS/TVI/CVI/AHD CVBS/TVI/CVI/AHD CVBS/TVI/CVI/AHD CVBS/TVI/CVI/AHD

FIBER OPTIC SOLUTION

e FIBER MEDIA CONVERTOR FOR ETHERNET 10/100/ 1000MBPS

Gigabit Ethernet media converter. It supports conversion
of Gigabit Ethernet 1000Base-T signal fo 1000Base-LX
over a single fiber strand using an integrated Wavelength
Division Multiplexer (WDM). The WDM technology
employs passive optic multiplexing, thus multiplex's

the transmit (TX) and receive (RX) lines onto a single fiber.
It will save a half cabling cost by replacing

regular dual fiber converter.

e 1 x Ethernet port 10/100/1000 Mbps (RJ-45)
e Maximum transmission distance - 20 KM
¢ Transmission via one Single-mode fiber (WDM)

o LED indicators showing operating status Single-mode 9/125, 10/100/1000 Media Converfor

¢ Easy installation (plug and play) Converter, 20KM, SC Connector
o The set contains 2 fransceivers and 2 power supplies ! ’

MAX.20KM -

P -
7 7

IECEEEN s —— (]

-

e SFP MODULES FOR GIGABIT ETHERNET

1.25Gbps Small Form Factor Pluggable (SFP) transceiver e Single +3.3V Power Supply
module series is specifically designed for the high performance e LC duplex receptacle
integrated duplex data link over Single-mode or Multi-mode @ Low power dissipation

optical fiber.

" 1.25Gbps Multi-mode 850nm SFP
Optical Transceiver, 550m Reach

1.25Gbps Single-mode 1310nm SFP
Optical Transceiver, 10KM Reach

www_almacctv.com Design and specifications are subject to change without notice.
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NETWORKING SOLUTION

OUTDOOR 2KM 450MBPS MICROWAVE

TRANSMISSION DEVICE
BUIL-IN 48V POE (802.3AT/802.3AF)

FEATURES

v Designed for long distance microwave video transmission

v Supports visual accessibility of 2KM Mile microwave transmission

v Outdoor housing design, built-in 15dBi high-gain directional antenna

v64MB SDRAM + 8MB Flash built-in for higher performance

v High power wireless output, built-in high-gain MIMO antenna, longer transmission distance
v Support 450Mbps wireless transmission rate

v Buil-in 48V PoE (802.3at/802.3af)

DESCRIPTION

As a long range outdoor microwave device, the AMW450 is designed to provide a WISP connection and
long distance wireless networking solution. It operates seamlessly in the 5.8GHz frequency spectrum
and provides wireless data transfer rates of up to 4560Mbps. The device also features up to 500mw
wireless transmission power and has a built-in 15dBi antenna which provides a cost effective way to
pick up and maintain a stable signal for a wireless network connection ranging multiple kilometers.

HIGH TRANSMISSION CAPABILITY

With up to 500mw microwave transmission power and a 15dBi dual-polarized high gain antenna, the AMWA450 can
produce and pick up a powerful and stable signal for a wireless connection ranging multiple kilometers.

AMW450 SETTING DESCRIPTION .-

) o ] = OOOOoOn
Device Application Connection /(((
S Sk AMW450T / Camera Camera Camera
AMW450R AMW450R AMW450T PoE Switch
) B. B
P v DE{ DISE(
Cmera Camera Camera \\ A 9

Camera Camera Camera

T\

PGE Swiitch AMWES0T

AMW450T  AMW450R AMW450T
S

LI = ))) (( )) . ((
o> (ll) (
| |

PoE Switch

Camera Camera Camera

www_al macctv.com Design and specifications are subject to change without notice.
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32 POE SWITCH & ACCESORIES

A. POE SWITCH

s Ty

MODEL ALMA-SPE65046 ALMA-SPE9OSEX ALMA-SPE8 18R
150w 150W

Power/W 65W

ACC Power Cord Power Cord / Rack Mount Power Cord / Rack Mount
AC/IN 100-240V 100-240V 100-240V
DC/OUT 48-56V 48-56V 48-56V

Power Mode Mode-A Mode-A Mode-A
Optional Mode-B Mode-B Mode-B

Speed 10/100/1000M 10/100M 10/100/1000M
Network Port 5 ports 9 ports, 1-8 ports support 250m 8 ports
IEEE802.3ait |IEEE802.3at |IEEE802.3at |IEEE802.3at

Swith Fabric 10-Gbps 1.8-Gbps 16-Gbps

MAC 1K 2K 2K

MODEL ALMA-SPE1008GS ALMA-SPE18166S ALMA-SSP2624GS
Power/W 150W 250W 400W

ACC Power Cord / Rack Mount Power Cord / Rack Mount Power Cord / Rack Mount
AC/IN 100-240V 100-240V 100-240V
DC/OUT 48-56V 48-56V 48-56V

Power Mode Mode-A Mode-A Mode-A
Optional N/A N/A N/A

Speed 10/100M x 8, 1000M x 1, SFP x 1 10/100M x 16, 1000M x 2, SFP x 2 10/100M x 24, 1000M x 2, SFP x 2
Network Port 8 ports 16 ports ports
IEEE802.3at |EEE802.3at |IEEE802.3at IEEE802.3af/at

Swith Fabric 5.6-Gbps 7.2-Gbps 8.8-Gbps

MAC 4K 8K 9K

B. POE ACCESSORIES

L

POE SPLITTER POE INJECTOR POE EXTENDER SPE2301

v Input: DC44V - DC57V v Power Supply: 30W ¥ Extended PoE installation range by additional 100m
v Qutput: DC12V / 2A v ACC: Power Core v Supports 10/100Mbps data rates
v Data Speed: 10/100mbps v Power Input: 100V-240V v Provides 802.3af power levels when powered by any 802.3at source
v Power Pin: 1/2 (+), 3/6 (-) or 4/5(+),7/8(-) v Power Output: 56V v Provides 802.3at power levels when powered by PSEB02 Midspans
v Data Pin: 1236 v Power Mode: Mode-A v Extenders can be cascaded to reach up to 500m
v Optional: Mode-B v Cost effective installation - no need for local power
vSpeed: 1000M v Plug and play installation - no configuration needed

v |EEEB02.3: IEEE802.3at

C. IP OVER COAXIAL

PRODUCT FEATURES

1.Long distance transmission up to 2,000m over RG59.

2.RG59 (SYV75-5), TCP/IP Practical Test capacity is :
A.<400M——92Mbps B.<1000M——74Mbps (.<2000M——30Mbps
3.Transmit high-speed data network signal over any pair of two-wire

such as CATS, coaxial cable, power line, telephone line and etc.

IP OVER COAXIAL IP OVER COAXIAL CPASSI VE)

4 Support a point-to-point and point to multi-point connection Voltage Range 12VDC Applied Devices CCTV cameras, monitors, DVR, IP Encoders, and other CCTV Equipment
5.Easy installation, plug and play (PNP) , fast Ethernet connection Power Consumption <1.6W Video Dormat PAL, NTSC, SECAM
Standard Compliance IEEE1901 Standard IEEE802.3 100Base-T
&L &£ Pk D S [Py sped 240Mbps Bandwidth 100Mbps
& A C g e -
IP Camera IP Camera A Encryption Method 128-bit AES Encryption Impedance 50 to dual 100 or 75 to dual 100 or 93 to dual 100
-nemare (Slave) lkemoie (Slave) l Local (Master) Dimensions (L x W x H) 110 % 65 x 25mm Max Distance 220m / 720ft
l | | Working Temperature -200~40C Crosstalk >30db
Two-whre Twoswlte, Connector Female / Male BNC, RJ45 jack
(able Coax Cable (RG59)

www_al macctv_com Design and specifications are subject to change without notice.
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A. VIDEO BALUN

A balun is an electrical device that converts between a balanced signal

(two signals working against each other where ground is irrelevant) and 1 Passive Passive 300M
an unbalanced signal (a single signal working against ground or pseudo-ground).

A balun can take many forms and may include devices that also transform impedances 2 Active Passive 600M
but need not do so. Transformer baluns can also be used to connect lines of differing

impedance. The origin of the word balun is “balanced to unbalanced”. 3 Active Active 1200M

PASSIVE BALUN FOR HDTVI/AHD/CVI SINGLE CHANNEL PASSIVE BALUN

Passive Balun For HDTVI / AHD / CVI
Single Channel Passive BALUN

Active BALUN - TP-A1800R/T
Single Channel Active BALUN

Passive BALUN - TP-804F
4 Channels Passive BALUN

Active BALUN - N303 AP-HD
3 Channels Passive BALUN

e Passive BALUN - TP-808F
I i 8 Channels Passive BALUN

Active BALUN - TP-A402R
4 Channels Active BALUN

Passive BALUN - N404P-HD
4 Channels Passive BALUN

Active BALUN - TP-A808R
8 Channels Active BALUN

0 066 Passive BALUN - N808P-HD
L 8 Channels Passive BALUN

Active BALUN — TP-A416R
16 Channels Active BALUN

B. BNC VIDEQ DISTRIBUTOR & SWITCHER
1. HOTVI/AHD/CVI VIDEO DISTRIBUTOR

VIDEO DISTAI

Picture
Model 104HD/204HD 824HD
Video In BNC*1/BNC*2 BNC*8
Video Out BNC*4/BNC*2 BNC*24
Support Video Format HDTVI/AHD/CVI-720P/1080P
Power DC 12V1A
Colour Black
Weight 0.220KG 1.45KG
Dimension 140*60*25mm 480*80*25mm
Transmission Distance Max 500m
Operating Temperature Range -10°C ~ +50°C
Surge Protection 6KV@10/700us

2. BNC SOLUTION FOR PROJECT

Power Over Coax T/R (PVT)
Single Channel

BNC Output: 75 Q (Unbalanced)
Output DC 12V For Camera

Input DC 15V-25V, Max Voltage 32V
Transmission Dimension within 500M

Non-Interference CS103A

Power in/out: DC12V£10%

Signal standards: NTSC/PAL
Images infout: 75Q1.0V p-p
Images profit: 0dB+1dB

Working environment: 0°C~45°C
Size: 7.8 x 6.3 x 2.2cm Weight: 327g

Video Signal Super Impose Device 2 In 1
Transmitfer : 105dB, Receiver: 75 ~ 95dB

Input & Output Impedance:
75 Q (Unbalanced) BNC Connector, DC 12V

Design and specifications are subject to change without notice.
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3.CUBS BNC VIDEO AMPLIFIER , DISTRIBUTOR, SWITCHER & MULTIPLEXER

. Video Ampilifier 101
v Single Channel, 1 Input and 1 Qutput
! Sharpness and Brightness Adjustment

Sequential Switcher CS$608
8 Video Input and 1 Video Output

Video Ampilifier 101 (PRO)

.‘: Single Channel, 1 Input and 1 Qutput
Sharpness and Brightness Adjustment

Sequential Switcher CSé16
16 Video Input and 1 Video Output

i .. Video Amplifier 104
* Single Channel, 4 Input and 4 Qutput
Sharpness and Brightness Adjustment

QUASC
8 Channel Video Input
1 Channel Video Output

BNC Video Distributor 104
1 Input and duplicates to 4 Output

QUA4C-9004L
4 channel Video Input
1 Channel Video Output

Video Amplifier 104
Single Channel, 4 Input and 4 Output
Sharpness and Brightness Adjustment

BNC Video Distributor 203-8
8 channel video duplication

BNC Video Distributor 202-4
. 4 channel video duplication

1 channel for 1 Input and duplicates to 2 Output
I 1 channel for 1 Input and duplicates to 3 Output

C. VGA SWITCH/DISTRIBUTOR/KVM/CONVERTOR

PCTo TV
@ Pure Hardware Design, Compatible with
Any Operation System.
@ Simultaneous Display on VGA Monitor and TV

VGA Switch 401
@ 4 ports simple VGA Switch, Metal

¢ Key-Press Switch
¢ Non-Power

TV To PC (BNC to VGA)
@ Convert BNC to VGA
e Can Operation with LCD or CRT Monitor

VGA Switch 201
e 2 ports simple VGA Switch, Metal
@ Key-Press Switch
& Non-Power

VGA Over Cat 5E
& Transmit signals between your VGA
video port over CATSE, and CATé
@ Transmits signals up to 15m

USB 2.0 KVM Switch (Manual) 201

@ Support USB 2.0 port

¢ Support DOS,Win3.X, WinNT, NetWare, Unix,
Linux, Win95/98/98SE/2000/ME/XP

¢ Resolution: 1920 x 1440, RGB: Bandwidth
250MHz

¢ No software installation required. PCs selection
via push buttons or hot keys

VGA Distributor 104
e | channel VGA Input, 4 channels VGA Output
@ 150MHz-500MHz RGB Bandwidth
e 0.5-1Vp-p Input Level, 75Q Input Resistance
@ Transmission Distance: 85m
@ Resolution: 1600x1280 1920x1440 2048x1536
e Power: DC5V, 9V 300MA~1000MA

USB 2.0 KVM Switch (Manual) 401

¢ Support USB 2.0 port

e Support DOS,Win3.X, WinNT, NetWare, Unix,
Linux, Win95/98/98SE/2000/ME/XP

e Resolution: 1920 x 1440, RGB: Bandwidth
250MHz

© No software installation required. VGA selection
via push buttons or hot keys

Design and specifications are subject to change without notice.
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D. NETWORK TESTER/CLAMPING TOOLS/CONNECTORS
NETWORK TESTER

Network Tester (RJ45 + BNC
CCTV Tester 2.8" etwork Tester ( )

©2.8"TFT Color LCD Panel, PTZ Control
@ Video Level Testing, Color-bar Generator
@ Audio Input Testing, UTP Cable Testing

©DC 12V/1A Power Output CCTV Tester 3.5"
@ Built-in 3.7V Lithium Polymer Battery, 2800mAh © 3.5" TFT Color LCD, 640 x 480 Resolution
eDC 5V 350mA, 166mm x 25mm x 48mm @ BNC x 1, DC Power Qut x 1

@ 2 LEDS (Power = Green, Charging = Red)

LeFT sioE TOP VIEW RIGHT SIDE « UTP Cable Tesiing, NTSC / PAL

(=) u = ﬂ @i bml o Built-in Rechargeable 3.7V Lithium Battery
g e DC 5V 350mA, 180mm x 98mm x 30mm

CLAMPING TOOLS

Network Crimping Tool RJ45 BNC Crimping Tool

Keystone Network Impact Punch Down Tool HT-914B

CONNECTORS

DC Connector with Screw BNC Male to RCA Male

DC Connector with Screw (Female) BNC Male to RCA Female

Stereo Connector (IP CMR) BNC Double Female

adé

o

4

BNC RG59 Connector DC Connector (Female)

BNC Male to Double Female /‘c\" DC Connector

Triple BNC Female 4 . ‘!J’r Network CAT5 Keystone Jack

BNC Female to RCA Male RJ45 Network Joint

BNC RG594S Connector Cat5E RJ45 Network Connector

BNC RG5941 Connector Caté RJ45 Network Connector

VAN

Design and specifications are subject to change without notice.
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E. MICROPHONE/CAMERA LENS/IR ILLUMINATOR/HOUSING & BRACKET

MICROPHONE
Audio AS-02
coe Audio AS-09
80ms
Y Audio AS-04
"~ 80ms
Audio AS-10
Audio AS-06 e
L) 50ms |
CAMERA LENS
Board Lens CS Lens Varifocal Varifocal
Lens-Dome 1.8mm Lens-IR 4mm . .
Lens-Dome 2.5mm Lens R 6mm Auto Iris Lens Auto Iris Lens
Lens-Dome 2.8mm Lens-IR 8mm Lens Box Camera 2.8-12mm CS Lens Box Camera 5-50mm CS

Lens-Dome 3.6mm Lens-IR 12mm
Lens-Dome 4mm
Lens-Dome émm
Lens-Dome 8mm

Lens-Dome 12mm

IR ILLUMINATOR

IR lluminator V120 -30 -DC12V
e Distance About 60M
e 120pcs IR LEDs
e Angle: 30 degrees

IR llluminator $96 -30 -AC
s Distance About 40M
e 96pcs IR LEDs
¢ Angle: 30 degrees

s AC110-220V ebci2v
HOUSING & BRACKET
\
a Speed Dome Bracket .
Ouvutdoor Housin
PTM103 BRK-Dome Wall 1099/1008 4

Mount (Meful) Dimension:

[L)250mm* (W)142mm*(H} 108mm
| Speed Dome Bracket
‘, PTM103/204
Speed Dome Bracket 1Oouafg/o]%r1i;ousmg
PTM101 /201 Dimension:

(L)375mm* (W) 142mm*(H) 108mm

Brk-Mini PTZ Bracket

?ﬁ . (Rs485)

Patch Cord Cable

Speed Dome Bracket BNC Patch Cord CC6200 0.3M
BNC Patch Cord CC6200L 1M
Ll BNC Patch Cord CC6200L 3M
BNC Patch Cord CC6200L 5M

45.-..‘_74 Qutdoor Housing
@"? Bracket 207 285mm

Design and specifications are subject to change without notice.
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DOOR ACCESS CONTROLLER

Proximity Card

YH288 DOOR ACCESS CONTROL SET sl Think / Thin

Proximity Key Chain

———

Remote Control
1180 (1+3)

"

ssee
seee
e% e

Card Reader YH288

PROXIMITY CARD
X10

Card Reader YH238

Unit of YH288 Keypad Confroller
Unit of EM Lock 600lbs

1

]

1 Unit of Push Button Access Card &
]

Unit of 12v 2A Power Adaptor FingerPrint Reader KD1

Unit of DC Connector (Female)

e @ ® @ 0

Push Button (Small)

YH238 DOOR ACCESS CONTROL SET

OM0TFIZELR U9 46188

o i BE

Push Button (Big)

Contactless Exit Sensor
Silver Steel

Keyswitch

1 Unit of YH238 Keypad Controller
1 Unit of EM Lock 600lbs

1 Unit of Push Button
1
1

PROXIMITY KEY CHAIN

Unit of 12v 2A Power Adaptor
Unit of DC Connector (Female)

® 0 e e e

EM Lock Relay A502

X10

Reader EMID
WG26 ID2633

Emergency Break Glass
YH-900D

KD1FINGER PRINT CONTROL SET

EM Lock LS00

Bracket L§-250

Bracket U1-250

Bracket ZIL-250

Unit of AccessCard + FingerPrint Keypad
Unit of EM Lock 600Ibs

€
®
@
&
@

Unit of 12v 2A Power Adaptor

1
1
1 Unit of Push Bufton
1
1

Unit of DC Connector (Female)

Bracket Double
DSU-600
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G. WIRELESS LASER LIFT TRANSMITTER

Monitor

ELECTRICAL AND OPTICAL DATA

Wireless Lift
Transmitter

Laser Optical Video Transmission
System for Elevator CCTV

Maintenance Free And Cost-Effective ( No More Cabling Problems )

High Quality Image Transmission ( DVD Video Quality ) Max up To 990ft (300m) Operafional Distance
Real Time Transmission And No Latency

Semi-Permanent Life Span ( Long-Lasting Product )

Quick And Easy Installation cost saving system On Establishment And Maintenance

Complete Substitution compatibility With All Existing CCTV And Peripherals

No RF Interference And No Intercept

Immune To Disturbance By Dust And Noise

No Influence On Traveling Cable

VIDEO IN

NTSC OR PAL COMPOSITE
INPUT DATA VIDEO FORMAT  CVBS MAX 2VP-P,750HM
Bit Error Rate <10°
Light Soure inGaAIP Laser Diode DANGER-AVOID DIRECT EYE
: Laser Wavelength | 658 nm -
B e LER Output Power 30mwW EXPOSURE
Diameter EOmm AVOID POINTING THE LASER
Beam Divergence | 18 mrad AT PEOPLE OR AIRCRAFT
Detector Si APD
Receiver Diameter 50mm
Gain >-45dBm
Connection Signal BNC Connector | CASER RADIETION
| t AC100 240\/ 50 60H AVOID DIRECT EYE EXPOSURE
Power Supply (r)'lﬁtl.lpm DC12V 1A ( A Pt Sa Aok
= - = CLASS llla LASER PRODUCT
Operating -4 ~158°F
Temperature (-20 ~ 70C)

Design and specifications are subject to change without notice.
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RG59-CA1295

o Center Conductor

Bonded
e Aluminium Foil

Aluminium
e Braided Shield

e Indoor P¥C Jacket
(Non UV protection)

0 Center Conductor

Bonded
Aluminium Foil

Aluminium
Braided Shield

Indoor PVC Jacket
(Non UV protection)

UTP-CAT6-C57

uTp

CAT.g NETWoRk CABLE

S | 4Pei Bary g,
Bt ol Py g Cndctor

7
GATE‘Gs K(;ABLE

O oivicer
9 Center Conductor
G Insulation 1.03mm PE

Indoor PVC Jacket
(Non UV protection)

i 0
= UTP CAT6-C57 Network Cable
SPECIFICATION RG59-CA1295 RG59-SA6867 SPECIFICATIONS UTP-CAT6-C57
Center Conductor 0.811£0.01mm Bare Copper 0.81£0.01mm Copper Clad Steel Pair 4
Dielectric 3.6610.02mm FPE 3.66%0.02mm FPE Insulation 1.03£0.02mm PE
Shield Bonded Al Foil Bonded Al Foll Jacket 1 5.8£0.05mm PVC
Braid Coverage $5% : 112/0.16£0.005mm Al-Mg 67% : 64/0.1610.005mm Al-Mg Jacket 2 - Nil -
Jacket Thickness 0.5mm 0.5mm Center Conductor 0.57£0.01mm Bare Copper
Jacket 6.0£0.10mm PVC 6.0£0.10mm PVC
Sparker Test 3000V AC 3000V AC PAIR IDENTIFICATION
Impedance 7513 0hm 7523 0hm Pair 1 - Brown/White w/Co-Extruded Brown Stripe On White Single
Capacitance 54 3pF/m 5413pF/m Pair 2 - Green/White w/Co-Extruded Green Stripe On White Single
Velocity of Propagation | 85% 85% Pair 3 - Orange/White w/Co-Extruded Orange Stripe On White Single

Return Loss

20dB min (5-2200MHz)

20dB min (5-2200MHz)

Pair 4 - Blue/White w/Co-Extruded Blue Stripe On White Single

Packing

Easy Pull Box

Easy Pull Box

Weight

20kg

11kg

Box Size (mm)

355(W) x 355(L) x 300(H)

330(W) x 320(L) x 265(H)

Cable Lenght

500m

305m

EASY PULL BOX

www.almacctv.com

DESIGN FOR EASY TO PULL

Design and specifications are subject to change without notice.
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